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SFP-GE-T



Products Description
SFP-GE-T gigabit electrical port module (RJ45), used in switches and other network equipment SFP gigabit optical fiber interface, converted to gigabit RJ45 Ethernet port;


Main Features
· Up to 1.25Gb/s bi-directional data links
· Hot-pluggable SFP footprint
· TX Disable and RX Los/without Los function
· Fully metallic enclosure for low EMI
· Low power dissipation (1.05 W typical)
· Compact RJ-45 connector assembly
· Access to physical layer IC via 2-wire serial bus
· Operating case temperature range of  0 °C to +70 °C (Commercial) or -20°C to +85°C (Extend)
Product Specifications 
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+3.3V Volt Electrical Power Interface
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Mechanical Specifications
[image: ]
Order Information
	Product Information
	Detailed information

	SFP-GE-T
	SFP to 1000BASE-T




[bookmark: _GoBack]
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Website: http://www.tg-net.net
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Pin | Signal Name scription Plug Seq. Notes
1 Veer Transmitter Ground 1
2 TX FAULT Transmitter Fault Indication 3 Note1
3 TXDISABLE Transmitter Disable 3 Note2
4 MOD_DEF(2) SDA Serial Data Signal 3 Note3
5 MOD_DEF(1) SCL Serial Clock Signal 3 Note3
6 MOD_DEF(0) TTL Low 3 Note3
7 Rate Select Not Connected 3
8 LOS Loss of Signal 3 Note4
9 Veer Receiver ground 1
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+3.3V volt Electrical Power Interface

Parameter
Supply Current

Input Voltage

Maximum Voltage

Vce

Vmax

Min Typ Max Units Notes/Conditions
1.2W max power over full range of
320 375 mA voltage and temperature.
See caution note below
3.13 33 3.47 \ Referenced to GND
3.6 Vv
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